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Coast Guard, DHS § 168.15–15 

(Specifications), T (Small Passenger 
Vessels), and W (Lifesaving Appliances 
and Arrangements) of this chapter are 
hereby made applicable to all vessels 
or other floating equipment used by or 
in connection with any civilian nau-
tical school, whether such vessels or 
other floating equipment are being 
navigated or not, except vessels of the 
Navy or Coast Guard. 

[CGD 84–069, 61 FR 25312, May 20, 1996, as 
amended at 63 FR 52816, Oct. 1, 1998] 

§ 168.05–10 Subdivision and stability. 
Each vessel must meet the applicable 

requirements in Subchapter S of this 
chapter. 

[CGD 79–023, 48 FR 51010, Nov. 4, 1983] 

§ 168.05–15 Right of appeal. 
Any person directly affected by a de-

cision or action taken under this part, 
by or on behalf of the Coast Guard, 
may appeal therefrom in accordance 
with subpart 1.03 of this chapter. 

[CGD 88–033, 54 FR 50381, Dec. 6, 1989] 

Subpart 168.10—Definitions of 
Terms Used in This Part 

§ 168.10–1 Nautical school vessels. 
The term nautical school vessel means 

a vessel operated by or in connection 
with a nautical school or an edu-
cational institution under Section 13 of 
the Coast Guard Authorization Act of 
1986. 

[CGD 84–069, 61 FR 25312, May 20, 1996] 

§ 168.10–5 Civilian nautical school. 
The term civilian nautical school 

means any school or branch thereof op-
erated and conducted in the United 
States, except State nautical schools 
and schools operated by the United 
States or any agency thereof, which of-
fers instruction for the primary pur-
pose of training for service in the mer-
chant marine. 

[CGD 84–069, 61 FR 25312, May 20, 1996] 

Subpart 168.15— 
Accommodations 

SOURCE: CGD 95–027, 61 FR 26010, May 23, 
1996, unless otherwise noted. 

§ 168.15–1 Intent. 

The accommodations provided for 
members of the crew, passengers, ca-
dets, students, instructors or any other 
persons at any time quartered on board 
a vessel to which this part applies must 
be securely constructed, properly light-
ed, heated, drained, ventilated, 
equipped, located, arranged and insu-
lated from undue noise, heat and odors. 

§ 168.15–5 Location of crew spaces. 

(a) Quarters must be located so that 
sufficient fresh air and light are ob-
tainable compatible with accepted 
practice or good arrangement and con-
struction. 

(b) Unless approved by the Com-
mandant, quarters, must not be located 
forward of the collision bulkhead, nor 
may such section or sections of any 
deck head occupied by quarters be 
below the deepest load line. 

§ 168.15–10 Construction. 

(a) The accommodations provided 
must be securely constructed, properly 
lighted, heated, drained, ventilated, 
equipped, located, arranged, and insu-
lated from undue noise, heat, and 
odors. 

(b) All accommodations must be con-
structed and arranged so that they can 
be kept in a clean, workable, and sani-
tary condition. 

§ 168.15–15 Size. 

(a) Sleeping accommodations must 
be divided into rooms, no one of which 
may berth more than six persons. The 
purpose for which each space is to be 
used and the number of persons it may 
accommodate, must be marked outside 
the space. 

(b) Each room must be of such size 
that there is at least 1.8 square meters 
(20 square feet) of deck area and a vol-
ume of at least 4.2 cubic meters (150 
cubic feet) for each person accommo-
dated. In measuring sleeping quarters, 
any furnishings contained therein are 
not to be deducted from the total vol-
ume or from the deck area. 

[CGD 95–027, 61 FR 26010, May 23, 1996; 61 FR 
35138, July 5, 1996] 
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